GRANITE CURB 6" x 18" SAWN TOP, SPLIT FACE, SAWN TOP SIDES AND BACK. MINIMUM LENGTH OF 6'-0".

ROADWAY FINISHED GRADE

CONTINUOUS CONCRETE FOOTING

SIDEWALK FINISHED GRADE

GENERAL NOTES
1. MOUNT AIRY OR MASONs GRANITE FROM NORTH CAROLINA GRANITE CO. OR APPROVED EQUAL.

2. MAINTAIN 1/4" REVEAL AT BOTTOM OF CURB RAMPS, TYP.

3. MAINTAIN 1-1/2" REVEAL AT BOTTOM OF DRIVE APRONS, TYP.

DEPRESSED GRANITE CURB

DISTANCE VARIES

DEPRESSED GRANITE CURB AT DRIVE APRONS

R 6'-0", TYP.

VARIES

R 6'-0", TYP.

VARIES

TAPER TOP OF CURB TO BE FLUSH WITH SIDEWALK

SCALE: 1/4"=1'-0"

PRIOR TO CONSTRUCTION, CONFIRM LAYOUT, DIMENSIONS, ADJACENT UTILITIES AND FINAL MATERIALS WITH U OF P OFFICE OF THE UNIVERSITY ARCHITECT. THIS DETAIL TO BE USED AS A GUIDE ONLY. SPECIFIC REVISIONS FOR SITE CONDITIONS AND INTENT ARE THE RESPONSIBILITY OF THE INDIVIDUAL PROJECT DESIGNER.